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Ground wire preinstaled between driver and fixture
Moons drivers can accept 90-277 VAC
®- Wire Junction

O- 10 Wiring : Wiring Configuration |

0-10V- @ AUX- -® |

ccT

Gray

Gray
(]

{ 0-10V+ -@ AUX+ -@

|  CCT0-10 Dimmer |

NA @ CH2- -@
0-10v- -@ CH2+ -@

Purple

Gray Gray

Purple
(]

DIM
L otovs - cHi--o

| Intensity O-10 Dimmer |

NA @ CH1+ -@
MCS + -@ ((NFC))

MCS- -@

®-= Wire Junction

Purple Purple

0-10 Wiring : Wiring Configuration 2

0-10V- @ AUX- -® | i

Green

_ Gray

[
_J White  Blgck Purple Gray
{

CCT 0-10 Dimmer |

| Intensity O-10 Dimmer |

Gar { 0-10V+ -@ AUX+ -@
NA @ CH2- -@
DIM { 0-10v- -@ CH2+ -@
0-10Vv+ -@ CH1- -@
NA @ CH1+ -@
MCS + @ ((NFC))
MCS - -@

®-= Wire Junction

Red Purple

The Moons driver used by lightglass has the ability fo control both the intensity of light and color temperature of light (on certain models).
This is accomplished VIA two O-10 channels. One controls color temperature, one controls Intensity.

Type | Wiring Configuration 1 Wiring Configuration 2
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Red Wire (Common) can be installed info either CH1+ or CH2+
Panel comes prewired to driver by factory




